
SP5535 OptimusSBT

• Class 1 Bluetooth Technology

• Fully charged battery lasts approximately 36 hours

• Several Programming Options (Optimizer,  
DataOptimizer, BASIC, C)

•Industry standard technology allows real-time transfer of data approximately 100   
meters to a variety of devices

•Lower power consumption than other wireless technologies allows for more uptime
•Cost-effective alternative to WiFi

Minimizes customer down time; speeds up the inventory process 

Variety of software allows programmers and non-programmers to setup applications
quickly and easily, including wireless applications with existing databases

TM

Bluetooth is becoming more and more popular
as a wireless technology for a variety of consumer
and business devices, from phones to printers to
laptops and more.  In order to give users the 
flexibility to communicate with these devices,
Metrologic offers the OptimusSBT.  This portable
data terminal (PDT) combines the look and feel
of the standard OptimusS with the power of
Bluetooth technology to open up even more
opportunities for customer integration.  Connect
quickly to Bluetooth printers for quick transfer of
records, or even setup applications with a
Bluetooth host PC to enable real-time transfer of
data for up to the second accuracy of stock/
inventory information.

The OptimusSBT comes with a variety of intuitive
software programs to simplify the process of
batch and real-time application development.
The Optimizer software allows fast setup of PDT
programs, and the DataOptimizer makes wireless
real-time data transfer a snap by quickly taking
existing databases and setting them up for use
with the OptimusSBT.

With the flexibility of several types of Bluetooth
emulation, as well as long range communications,
the application possibilities with the OptimusSBT
are endless.  A rechargeable battery also helps to
minimize downtime to allow for faster, more 
efficient data collection.  These features coupled
with a compact, sleek design make Metrologic’s
OptimusSBT a must have for data collection
needs in the retail or light warehousing space.

OOppttiimmuussSSBBTTTTMM iiss  aa  ccoommppaacctt  ppoorrttaabbllee  ddaattaa
tteerrmmiinnaall  eeqquuiippppeedd  wwiitthh  BBlluueettooootthh®® tteecchhnnoollooggyy
ttoo  pprroovviiddee  tthhee  fflleexxiibbiilliittyy  ooff  bbaattcchh  oorr  rreeaall--ttiimmee
ddaattaa  ttrraannssffeerr  ffoorr  rreettaaiill  oorr  lliigghhtt  wwaarreehhoouussiinngg
aapppplliiccaattiioonnss,,  iinncclluuddiinngg  iinnvveennttoorryy  aanndd  ssttoocckkiinngg..
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System
CPU 16-bit CMOS, low power consumption
Program Memory 1 MB flash ROM
Data Memory 2 MB SRAM 
Display LCD - 100 x 64 pixels, back-lit 
Resolution 8 lines x 16 characters (max), 4 lines x 12 characters (min)
Bluetooth versions 1.2
Bluetooth profiles Bluetooth Network Encapsulation Profile (BNEP), Serial Port 

Profile (SPP)
Communication (Unit) Cradle IR or Bluetooth (Class 1)
Communication (Cradle) RS232, USB
Application Development Windows-based Optimizer; optional C & BASIC compilers 

MECHANICAL

Weight 140 g (4.9 oz) - including batteries

ELECTRICAL

Battery Operation Li-ion 
Battery Backup 3.7V, 700mA hours, rechargeable lithium battery
Operation Over 36 hours
EMC regulation FCC Class A, CE and C-Tick approved

ENVIRONMENTAL

Operating Temperature 0°C to 55°C (32°F to 131°F)
Storage Temperature -20°C to 60°C (-4°F to 140°F)
Humidity 5% to 95% relative humidity, non-condensing 
Shock resistance 1.2 m (4’) drop onto concrete

Product Colors 
Available Graphite Grey

OOppttiimmuuss is available in a variety of other
colors with minimum quantity purchase

SCAN PERFORMANCE

Laser Scanner
Visible Laser Diode 650 nm
Minimum Bar Width 0.127 mm (5.0 mil)
Width of Scan Field 290 mm (11.4”) @ 222 mm (8.75”)
Depth of Scan Field 20 mm-202 mm (.75”-8.75”) for 0.33 mm (13 mil) bar codes
Scan Speed 100 scan lines per second
Print Contrast 35% minimum reflective difference

Bar Code Minimum Element

0.132 mm (5.2 mil)

0.190 mm (7.5 mil)

0.264 mm (10.4 mil)

0.330 mm (13 mil)

0.495 mm (19.5 mil)

0 mm          64 mm 127 mm 191 mm     254 mm     318 mm

(0”) (2.5”) (5”) (7.5”)          (10”)        (12.5”)

290 mm

(11.4”)

Scan Area
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92 mm
(3.6”)

i

SSuunnrriissee  22000055  CCoommpplliiaanntt



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


